
ABACO™ Tropical Hardwood Decking
Premium ABACO hardwood decking features a rich consistent mahogany color with a
smooth finish on one face and an elegant moulded surface on the other. The
moulded surface helps make each deck board slip-resistant during the wet colder
months and cool on bare feet in the warmer months... an ideal option in the
Northeast with seasonal weather fluctuations. Naturally durable,  premium ABACO
hardwood decking exclusively distributed by Boston Cedar, is also highly resistant to
insect infestation, rot and is highly fire resistant.

Facts:
• Fine-textured, straight, tight-grained
• Very hard, strong, durable
• Termite and rot-resistant
• Long-lasting natural product

Outstanding Features:
• Tropical hardwood properties comparable to Ipe.
• Available as either a grooved deck board (for use with hidden fasteners) or as a 

solid, classic eased all four edges decking profile (E4E).
• Reversible surface. One side has a smooth finish and the other face offers a 

European-style moulded surface.
• Reliable supply with consistent lengths and packaging

ABACO premium hardwood decking is now available factory sealed with
Sikkens Cetol WB SRD Wood Finish to help protect the underside of the deck
board from absorbing damaging moisture.

Sikkens Cetol WB Wood Finish  is a high-quality, one-coat  product  designed to
protect and beautify your ABACO deck from damaging UV rays as well as the harsh
elements of  Northeast winter weather. Sikkens Cetol WB SRD also offers the best
properties of oil and water-based sealers such as penetration, color retention,
adhesion and water clean-up when recoating in the field.

Quick Facts

• Tropical hardwood properties

comparable to Ipe.

• Kiln-dried in random 8’ to 20’ 

even lengths only.

• Reversible surface. On one side is 

a smooth finish and on the other 

is a European-style moulded

surface.

• Due to its inherent decay resistance, 

premium ABACO Decking does 

not require a sealer and will 

weather to a beautiful silver-gray if 

left uncoated.

• Due to its density, it will remain

smooth and splinter-resistant

ABACO Deck

• 1x4 solid 

• 5/4x4 slotted and solid 

• 5/4x6 slotted and solid

www.abacodecking.com

ABACO™ Tropical Hardwood Decking
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Design Tips
• Plan for complete air exchange under the deck surface by allowing 18” unobstructed

air space for proper air flow.

• Ensure that all footing and joist connections are approved and verified by local
building officials. 

Handling & Storage Tips
• Premium ABACO Decking should be loosely covered and out of direct sunlight and be 

allowed to properly acclimate to the installation environment.

• Premium ABACO decking should be installed on joists covered with joist tape and 
spaced a maximum of 24" on-center when the boards are running perpendicular to
the support joists.

• Premium ABACO Decking should be loosely covered in dry indoor storage area and 
must be kept away from direct sunlight so it can properly acclimate to the installation 
environment. 

Cutting Blade, Routing Blade and Drill Bit Type
• Use carbide-tipped saw/router blades and sharp wood drill bits for smooth cuts.

Seal All Cuts
• Seal all end and rip cuts with an end seal product like Anchorseal™ or paraffin wax

in order to help reduce possible checking and splitting.

Pre-Drilling and Countersinking
• Because premium ABACO Decking is very hard, pre-drill and countersink all fasteners 

and also use proper side-to-side and end-to-end spacing on deck boards.

Fastening
• The strongly preferred installation method is by securing each ABACO deck board with 

two stainless steel screws driven flush to the deck surface while penetrating 1-1/2” or 
more into each stable deck joist. Hidden fasteners are available for 4" width material and
are not recommended for 6" width deck boards.

Finishing Tips
• Due to its inherent decay resistance, premium ABACO Decking does not require a sealer 

and will weather to a beautiful silver-gray if left uncoated. Seal all ends and rip cuts.

Maintenance Tips
• Periodic washing with a soft bristle brush using a mild deck cleaning detergent and 

water is necessary to remove surface dirt, which accumulates on the exposed deck
surface. This will help prevent the buildup of pollen and debris that can cause mold 
and mildew growth. Pressure washers should be used with a fan-tipped nozzle at a 
low PSI setting to avoid cutting into or lifting the wood surface.

ABACO Decking Tips

Carbide Saw Blades

Sharp Drill Bits

Seal All Cuts

Apply Joist Tape

Sealed Option
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