
Clear Heart Verticle Grain Western Red Cedar Clapboard
that’s Primed to Perfection.

Facts
•  Old growth kiln-dried Clear Verticle Grain Western Red Cedar for maximum
  substrate stability
•  Western Red Cedar is one of the most decay-resistant sustainable substrates
•  Under controlled factory conditions, the optimum thickness of stain-blocking oil 
  primer is applied to all six sides of the clapboard
•  Priming all six sides decreases water absorption and extractives bleed
• Bevel in a Box is designed to last for generations, even in the harsh climate of
  New England

Outstanding Features
•  Always 100% 16-foot lengths, trim backs are never permitted
•  40 ten piece bundles per unit carefully packaged in a heavy duty cardboard box
  for protection
•  Reversible; carefully primed to be usable on either thr ough or smooth side
•  Reduces the most common cause of premature paint failure - moisture
•  Reduces installation labor while providing instand curb appeal
•  Excellent dimensional stability, holds topcoats exceptionally well
•  Available in a factory finish topcoat in the color of your choice

www.TerminalForest.com

Facts

•  Produced by Terminal Forest

   Products, which is the single          

   source substrate supplier for

   Bevel in a Box and has attained     

   COC status (QMI-COC-001038)

   under the Forest Stewardship         

   Council (FSC®), Sustainable Forest

   Management Certification.

•  Engineered from all clear-all heart

   segments, which means it’s cut

   from the very best part of the tree

   and contains no knots or sapwood

•  Terminals cutting, harvesting and

  re-planting practices are routinely

  reviewed to ensure they meet

  high standards

•  Bevel in a Box’s stain-blocking

   alkyd oil primer is compatible with

   oil or latex based topcoats

•  Available in FSC®   Certified and

   Non-FSC options

Bevel in a Box® CVG Cedar Siding

QMI-COC-001038

CO17684
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Bevel in a Box Handling Instructions:
1. Product must be kept dry at all times prior to installation. Avoid ground contact.
2. Elevate the product a minimum of 6” off the ground or floor to allow for air
   circulation.
3. Place a vapor barrier under the unit to minimize moisture absorption.

Bevel in a Box Installation Instructions:
1. Bevel in a Box must be installed over dry (19% or less moisture content)
   framing and sheathing.
2. Bevel in a Box should be installed over a building code approved exterior house
   wrap such as Typar. A rain screen can be an effective method in reducing
   potential moisture.
3. Bevel in a Box should not be installed within 6” of the ground. Avoid direct
   contact against cement, brick, or asphalt.
4. Any installation practice (nailing, cutting, etc.) which results in breaking of the 
   factory coating requires that the exposed areas be immediately resealed with a 
   high quality alkyd oil primer.
5. Product must be fastened using an appropriate corrosive resistant fastener such 
   as stainless steel siding nails that are driven flush to the substrate surface. Avoid
   double nailing and sinking the fastener head beyond the substrate flush surface.
   When using pneumatic fasteners, please set pressure to make certain fastener is
   flush to the surface. Immediately coat fastener heads with a high quality alkyd 
   oil primer.
6. All avenues for water intrusion should be immediately caulked with a high
   performance acrylic exterior caulk.
7.  Avoid excessive moisture in the building. Provide building ventilation from the 
   inside to the outside such as continuous soffit vents and a continuous ridge vent
   system.
8. When applying a topcoat, follow coating manufacturing instructions. It is best to 
   apply two coats of top quality 100% acrylic latex paint as soon as possible but 
   within one year from the original date of siding purchase.

www.Typar.com
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